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R-062711

6’ X 60’ ROLL
1.83 lm X 18.3 Lm

STYLE

DESCRIPTION

MATERIAL

THICKNESS

TENSILE STRENGTH

FIRE RATING

INSULATION RATING

ROLL SPECIFICATIONS

WARRANTY

INSTALLATION

VC24, VC28, VC32, VC40 – 6’ x 60’ (1.83 LM x 18.3 LM) roll

VERSAChoice - 24 . . . . . . 24 oz., 7.0 lbs. / ft.3 density (886 gm / M3 density)
VERSAChoice - 28 . . . . . . 28 oz., 7.5 lbs. / ft.3 density (950 gm / M3 density)
VERSAChoice - 32 . . . . . . 32 oz., 8.0 lbs. / ft.3 density (1085 gm / M3 density)
VERSAChoice - 40 . . . . . . 40 oz., 9.0 lbs. / ft.3 density (1220 gm / M3 density)

Synthetic Fiber

. . . . . . . . . . . . . . . . . . . . . . . . . .  0.25” 0.30” 0.375” 0.420”

. . . . . . . . . . . . . . . . . . . . . . . . . . . . .    (6.35 mm) (7.62 mm) (9.53 mm) (10.67 mm)

Length . . . . . . . . . . . . . . . . . . . . .  117 122 137 205
Width . . . . . . . . . . . . . . . . . . . . . .  139 218 225 238
 
Pill Test (FF 1-70) . . . . . . . . . . . .  Pass Pass Pass Pass
NBS Smoke Chamber . . . . . . . . .  <100 <100 <100 <100

Radiant Panel (ASTM 648) . . . . .  Class 1 Class 1 Class 1 Class 1

24 oz. - 6’ x 60’ roll, 360 sq. ft., 40 sq. yd. (33.45 sq. M), weight 60 lbs. (27.2 kg)
28 oz. - 6’ x 60’ roll, 360 sq. ft., 40 sq. yd. (33.45 sq. M), weight 72 lbs. (32.7 kg)
32 oz. - 6’ x 60’ roll, 360 sq. ft., 40 sq. yd. (33.45 sq. M), weight 82 lbs. (37.2 kg)
40 oz. - 6’ x 60’ roll, 360 sq. ft., 40 sq. yd. (33.45 sq. M), weight 100 lbs. (45.4 kg)

VERSAChoice is warranted against defects in workmanship and materials and will 
provide satisfactory service and a properly supportive foundation for the life of the 
carpet under which it is originally installed.  This warranty applies only when properly 
installed over flat, smooth, hard surfaces on or above grade.

Engineered for stretch-in installation.
NOTE: Specification values subject to a 7% manufacturing tolerance. 

ADDITIONAL PROPERTIES

Meets all requirements for FHA Type/Class H1 & 2.

Made with 100% recycled synthetic fiber.  100% recyclable at the end of its useful 
life.  Zero-Landfill Manufacturing waste, all materials are reused in products with 
recycled content.

Qualifies under LEED Credits EQ 4.3 and MR4

CRI Green Label certified as a low emitting interior building material.

GOVERNMENT APPROVED

ECO FRIENDLY

LEED CREDITS

INDOOR AIR QUALITY

32 oz.      40 oz.

15” (38.1 cm)
24 oz. ROLL DIAMETER

17” (43.2 cm)
28 oz. ROLL DIAMETER

24 oz.      28 oz.

18.5” (47 cm)
32 oz. ROLL DIAMETER

20” (50.8 cm)
40 oz. ROLL DIAMETER

VERSACHOICE
TM

SYNTHETIC FIBER CARPET PAD


