ANTEOJOS PROTECTORES

MARCA :

MODELO :

CODIGO :

MSA Mine Safety appliances Co.
Maverick I {
03-1090HC Luna Clara

03-1090HO Luna Oscura
03-1090GR Luna Plateada

Los anteojos protectores industriales Maverick 1l estan disefiados para proteger contra los

peligros de impacto y/o particulas voladoras, polvo, chispas y resplandor. Son de poli carbonato

con marco de PVC con Nylon flexible con ventilacion. Los lentes Maverick Il ademas de ofrecer

una excelente

ergonometricos

protecciéon lateral y delantera contra impactos, son sumamente cémodos y

con soportes regulables para diferentes tipos de caras.

Vienen con proteccion UV de fabrica y tratamientos de antiempafiamiento y endurecimiento de

fabrica; su facil

disefio de intercambio de lunas da una mayor durabilidad, flexibilidad en el tipo

de trabajo y economia ya que posee diferentes tipos de lunas:

Claras

Oscuras

Ambar

Espejadas plateadas [ -

Espejadas Azules

IR3

IR5

Los anteojos protectores industriales modelo Maverick 1l superan con creces los requerimientos

de aplicables de prueba de alto impacto establecidos por ANSI Z87.1 y certificaciones SEI

Note: This Bulltin contains onlya
general description of the preducts
shown, While uses and performance
capabilities are described, under no
circumstancasshall the preducts

be used by untrained or unqualfied
indiiduals and not urtil the
procuct instructions including

any warnings er cautions provided
have been tharcughly read and
understeed. Crly they contain the

complete and detailed o
information concerning
proper use and care of ]
these products. =
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PRODUCT FILE

03-1090

GENERAL SPECIFICATIONS (mm)

Lens thickness: 2.2mm

PD: 68mm

Lens Base: 6. 5 curve

Weight: 30gm

Lens size vertical: 60mm

Lens size diagonal: 138mm

Bridge: 32.3mm

Temple length (Iens-tip): 140-156mm

Overall Width (hinge-hinge): 138.8mm

Closest point between lens: N/A

Closest point between temple tips: 80-75mm

COMPONENT MATERIAL FEATURES

Lens Polycarbonate Wraparound with continue
angle side protection

Frame Nylon Brow bar type

Side Shields Polycarbonate Angled, Integral to lens

Nose piece Silicon Integral to frame

Sleeve Nylon 4 Length position adjust

Temple Nylon Spatula, Extendable

Hinge Nylon 3 Barrel type

Screw Stainless Steel Standard hinge screw

FRAME AND LENS OPTIONS

Frame colors:

Blue Navy

Lens options:

Clear, Greay, Amber, Silver, Blue mirrow, IR3 and IR5

*Maximal protection from front to side

* Built in brown protection with air flow ventilation

* One piece lens replaceable
* Universal nose bridge

* Optical class 1 lens, low energy impact resistant.

* Hard coated lens as standard

Meet |[ANSI 787.1, CE EN166, AS 1337
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