Hardware required:


A Tranax download cable

Software required:


AtmDownPg.exe
How to connect:


One connector of the cable connects to COM port RS-232 of the ATM, the other connects


to the male port on computer containing the AP program to download. 
To begin downloading:


1/At the computer:

a. Click on AtmDownPg.exe. You can accept all the default values or change them as needed.
Default values listed here as reference:

Comport Setting:

Baud Rate: 57600

Data Bits: 8

Parity Bits: NONE

Stop Bits: 1

Option Setting:

Packet Size: 16 Kbytes

      COM No.: COM1
b. Click on 'OPEN' button and verify at the 'INFORMATION' window (on the right of 
this button) the red text saying 'COMPORT STATE: COM1 OPEN.
c. Click on 'Open Files' button and browse to location where the AP program resides.

The required name of the file to download is Acp.bin. Click 'Open' will close the dialog. The name of the file including path will appear on the 'File Lists' window on the left side of the main dialog.


2/At the ATM:


Turn the power off. Turn it on while pressing button F6 (the second button from top


down on the right side of the ATM screen). Wait until the screen shows 'Start Download', then press the 'Download' button on the AtmDownPg.exe at the computer to begin download. 


If the download successful, 'Download Complete' message will pop up at the computer, and 

the ATM restarts.  While turning on the power to restart the ATM, press button F7 (the third button from top down on the right side of the ATM screen) and release it when the screen ‘DO YOU WANT TO CLEAR NVRAM?’ appears.  Press button “Yes” to clear data on NVRAM.  The ATM will restart after it clears the NVRAM.
