OLOCIES

P610 SERIES

Abbreviated Specifications & Dimensions

W-P610-16002

Revision A | ECN 3599 [ 10/10/00
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SHOWN ENERGIZED
Model Net Pull Force | Net Hold Force|Max. Stroke | voltage |Coil Resis. |Pull=in | Hold |Spring | Boot | C ts & Feat
odel # (Ibs./newtons) | (Ibs./newtons) |(inch [mm] orage (ohms) | (amps) | (amps) Pring | Be0 ornments & TEatres
PB10-A1V12 15/66.7 23/120 25,4112 VDC |.25/12 48 1 No | Yes
P610-A1V24 15/66.7 23/120 2541|124 VDC |.96/495 | 25 | 48 No | Yes
P610-B1V12 13/57.8 16.5/73.4 25,4112 VDC |.25/12 48 1 Light | Yes
P610-B1v24 13/57.8 16.5/73.4 25,4]|24 VDC |.96/495 | 25 | 48 |Light | Yes
P610-C1V12 | 12.5/55.6 13.5/60.0 25,4112 VDC |.25/12 48 1 Heavy | Yes
P610-C1v24 | 125/55.6 13.5/60.0 25,4]|24 VDC |.96/495 | 25 | 48 |Heavy| Yes
P610-B7V12 | 13/57.8 16.5/73.4 25,4112 VDC | 25/12 48 1 |Light | Yes |No threaded rod, Packard connector




